Item 204 Subgrade Compaction and Proof Rolling

	District:
	Date:
	Project No.:
	Co/Rt/Sec:

	Contractor:
	Project/District Contacts:

	Reviewed “√”
	Specification Conformance Statement
	CMS/ CIM 
	Measurements
	Conformance Comments

	
	Was specification material used?
	204.02
	
	

	
	If a test section was used, was the correct roller weights and number of passes used?
	204.03
	
	

	
	Did the subgrade pass compaction testing?
	204.03
	
	

	
	Was rock, shale, or coal removed 2’ below the bottom of the pavement?
	204.05/ 167
	
	

	
	Was the undercut underdrains at least 6” into the existing material?
	204.05/ 168
	
	

	
	Were the existing underdrains cleaned out or were additional construction underdrains properly used?
	204.03/ 166
	
	

	
	Was the moisture content at the time of proof rolling correct?
	204.06/ 168
	
	

	
	Was the correct proof roller weight and tire pressure used?
	204.06/ 170
	
	

	
	Was form CA-EW-2 properly filled out? 
	204.06/ 169
	
	

	
	Was the responsibility for failed areas administrated correctly?
	204.06/ 174
	
	

	
	Was the correct failure criteria used to evaluate the subgrade?
	204.06/ 171
	
	

	
	Was the failed areas investigated properly?
	204.06/ 174
	
	

	
	Were the test pits properly constructed?
	204.06/ 175
	
	

	
	Was form CA-EW-3 correctly filled out?
	204.06/ 176
	
	

	
	Was the information entered into Figure 204.H correctly obtained?
	204.06/ 178
	
	

	
	Was the correct undercut depth determined using Figure 204.H?
	204.06/ 180
	
	

	
	Was the undercut material and geotextile properly placed?
	204.07/ 182
	
	

	
	Was the undercut properly drained?
	204.07/ 183
	
	

	
	Were the finished undercut locations proof rolled?
	204.06/ 184
	
	

	
	Were the total quantities calculated correctly (CA-EW-8)?
	204.08
	
	


