Item 206 Lime Stabilized Subgrade

	District:
	Date:
	Project No.:
	Co/Rt/Sec:

	Contractor:
	Project/District Contacts:

	Reviewed “√”
	Specification Conformance Statement
	CMS/ CIM 
	Measurements
	Conformance Comments

	
	Was the correct soil type stabilized?
	206.02/ 189
	
	

	
	Was specification lime used?
	206.02/ 189
	
	

	
	Did the soil weight at least 100 lbs/ft3?
	206.02/ 190
	
	

	
	Were the limits in 206.03 followed?
	206.03/ 190
	
	

	
	Was the subgrade line and grade properly checked?
	206.03/ 237
	
	

	
	Was the subgrade properly test rolled?
	206.03/ 190
	
	

	
	Was the Contractor lime percentage report accepted by the Project?
	206.06/ 192
	
	

	
	Was the correct percentage of lime used?
	206.03/ 190
	
	

	
	Was the initial mixing performed correctly?
	206.04/ 191
	
	

	
	Was the lime mixture lightly compacted after the initial mixing?
	206.04/ 191
	
	

	
	Was the final mixing performed correctly?
	206.04/ 191
	
	

	
	Was the stabilized subgrade compacted properly?
	206.05/ 191
	
	

	
	Did the stabilized subgrade meet the compaction requirements?
	206.05/ 191
	
	

	
	Was the final rolling performed correctly?
	206.05/ 191
	
	

	
	Were test pits used to verify the depth of the stabilization?
	/192
	
	

	
	Was the stabilized subgrade kept moist until the prime coat was applied?
	/192
	
	

	
	Was the correct prime coat applied in a timely manner?
	206.02 &

206.05

/192
	
	

	
	Was traffic kept off the stabilized subgrade until the end of the cure period?
	206.05/ 192
	
	

	
	Was the stabilized subgrade proof rolled after stabilization?
	/184 & 190
	
	

	
	Was the total pay quantities calculated correctly?
	206.08
	
	


