Item 208 Rock Blasting

	District:
	Date:
	Project No.:
	Co/Rt/Sec:

	Contractor:
	Project/District Contacts:

	Reviewed “√”
	Specification Conformance Statement
	CMS/ CIM 
	Measurements
	Conformance Comments

	
	Was the blasting plan and Test section plan accepted by the Department?
	208.05/ 238
	
	

	
	Was the pre-blast survey correctly performed?
	208.14/ 238
	
	

	
	Was the hydrologist work performed correctly?
	208.17
	
	

	
	  Was the CA-EW-9 Inspection Form properly filled out?
	
	
	

	
	Was the burden distance checked?
	208.06.C/228
	
	

	
	Was the CA-EW-10 Drillers Log Checked ?
	208.20 C /2005
	
	

	
	Was the blasting hole spacing, depth and diameter checked?
	208.06./ 229
	
	

	
	Was the stemming depth checked?
	208.06.E/228
	
	

	
	Was the correct type of stemming used?
	208.06.E/230
	
	

	
	Were the blasting vibration levels under the specification requirement?
	208.15.F/233
	
	

	
	Did the project control the air blast to under 134 dB?
	208.16.A/232
	
	

	
	Was the blast controlled enough not to minimize back slope damage?
	208.06.F/231
	
	

	
	Was the CA-EW-11 Site Security Plan checked?
	208/2005
	
	

	
	Was the blast recorded?
	208.20.D
	
	

	
	Were the rifling of the holes minimized?
	208.16/ 231
	
	

	
	Was fly rock dealt with according to 208.18?
	208.18/ 231
	
	

	
	Was the pre-split holes properly drilled and detonated? 
	208.09/ 233
	
	

	
	Do the pre-split cut faces have uniform slope and shear face? 
	208.07 & 208.09/ 233
	
	

	
	For all slopes that do not require pre-splitting, do the slopes have a neat and smooth appearance?
	208.01
	
	

	
	Was the blasting consultant utilized properly?
	208.13
	
	


I
