Item 304 Aggregate Base

	District:
	Date:
	Project No.:
	Co/Rt/Sec:

	Contractor:
	Project/District Contacts:

	Reviewed “√”
	Specification Conformance Statement
	CMS/ CIM 
	Measurements
	Conformance Comments

	
	Was specification material used?
	304.02/ 260
	
	

	
	Was a moisture-density curve made from the stock piles material?
	304.03/ 261
	
	

	
	Was the stock piled material at the correct moisture content?
	304.03/ 261
	
	

	
	Was the correct lift thickness placed?
	304.04/ 261
	
	

	
	Was the correct roller weight used as per the lift thickness?
	304.04/ 261
	
	

	
	If multiple lifts are needed, were the lifts equivalent?
	304.04/ 262
	
	

	
	Was the proper self propelled spreading machine used?
	304.04/ 262
	
	

	
	If a grader was used without a spreader box, were in place gradation tests taken?
	304.04/ 262
	
	

	
	If the material is segregated, were in placed gradation tests taken?
	304.04/ 262
	
	

	
	Was the material at the correct moisture content prior to compaction?
	304.05/ 262
	
	

	
	Was the test section correctly constructed?
	304.05/ 262
	
	

	
	Was the minimum roller weights and number of passes used for the test section?
	304.05/ 262
	
	

	
	Was the same or more compactive effort used in the production area as found in the test section?
	304.05/ 263
	
	

	
	Did the compaction tests in the production areas pass?
	304.05/ 263
	
	

	
	Was the 304 properly maintained?
	304.05/ 263
	
	

	
	Did the finished surface meet the requirements of 304.06?
	304.06/ 264
	
	

	
	Were the depth checks made correctly?
	304.06/ 264
	
	

	
	Were the width checks made correctly?
	304.06/ 265
	
	

	
	Were the final quantities correctly calculated?
	304.07
	
	

	
	If a variable depth thickness was specified, was the conversion chart used correctly?
	304.07
	
	


