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	 SEQ CHAPTER \h \r 1Were welders qualified?
	513, S 1011
	
	

	
	 SEQ CHAPTER \h \r 1Prior to welding, was required preheating of the structural steel accomplished?
	 SEQ CHAPTER \h \r 1 513
	
	

	
	 SEQ CHAPTER \h \r 1Are fillet welds the proper size?  
	513
	
	

	
	 SEQ CHAPTER \h \r 1After the electrodes have been exposed to the atmosphere, were they properly dried and stored?
	513
	
	

	
	 SEQ CHAPTER \h \r 1Were 50% of the bolt holes filled with a combination of drift pins and snug tight bolts?
	513.20
	
	

	
	 SEQ CHAPTER \h \r 1Were all bolts replaced which were installed prior to inserting drift pins?
	513.20
	
	

	
	 SEQ CHAPTER \h \r 1Were bolts properly match marked?  
	513.22
	
	

	
	 SEQ CHAPTER \h \r 1Were bend tests on shear studs performed at the beginning of each work day?  
	513.22
	
	

	
	 SEQ CHAPTER \h \r 1Were bend tests on shear studs performed when welding has been interrupted for an hour or more?
	 SEQ CHAPTER \h \r 1Bridge Welding Code 7.8.1
	
	

	
	 SEQ CHAPTER \h \r 1Were all studs inspected for a 360 degree flash?
	 SEQ CHAPTER \h \r 1Bridge Welding Code 7.8.1
	
	

	
	 SEQ CHAPTER \h \r 1Were all stud welding operators qualified?
	 SEQ CHAPTER \h \r 1Bridge Welding Code 7.7.4
	
	

	
	 SEQ CHAPTER \h \r 1Were all studs given a light blow with a hammer?  
	S 1011.7.8.1
	
	


