Item 614 Maintaining Traffic
	District:
	Date:
	Project No.:
	Co/Rt/Sec:

	Contractor:
	Project/District Contacts:

	Reviewed “√”
	Specification Conformance Statement
	CMS/ CIM 
	Measurements
	Conformance Comments

	
	DRIVE THROUGH
	
	
	

	
	ARE MANEUVERS DIFFICULT OR UNEXPECTED?
	
	
	

	
	ADEQUATE WARNING OF CONDITIONS?
	
	
	

	
	IS SIGNING CLEAR / UNCLUTTERED AND PROPERLY SPACED? 
	
	
	

	
	ARE TRAFFIC CONTROL DEVICES
SUFFICIENTLY VISIBLE?
	
	
	

	
	ANY INCIDENTS, CONGESTION POINTS OR DELAYS?
	
	
	

	
	SIGNS
	
	
	

	
	NEED TO BE:   REMOVED / REPOSITIONED /COVERED
	
	
	

	
	NEED:  CLEANING / REPLACEMENT
	
	
	

	
	ADDITIONAL SIGNS NEEDED
	
	
	

	
	CONFLICTING SIGNS:  PERMANENT / TEMPORARY
	
	
	

	
	NON-APPROVED SIGN SUPPORT
	
	
	

	
	VIEW BLOCKED BY VEGETATION OR OTHER SIGNS 
	
	
	

	
	WHAT KIND OF SHEET DOES THE SIGN HAVE  TYPE G OR H
	
	
	

	
	PORTABLE CHANGEABLE MESSAGE SIGNS
	
	
	

	
	OPERATION DOES NOT MEET GUIDELINES? 
	
	
	

	
	INAPPROPRIATE MESSAGE?
	
	
	

	
	TOO MUCH INFORMATION?
	
	
	

	
	NOT DIMMED AT NIGHT
	
	
	

	
	NOT DELINEATED (NO CONES / BARRELS)
	
	
	

	
	ARROW PANEL
	
	
	

	
	INCORRECT PLACEMENT?
	
	
	

	
	MALFUNCTION (BULB OUT, ETC.)
	
	
	

	
	NOT DIMMED AT NIGHT
	
	
	

	
	DRUMS = D / CONES = C / TUBULAR MARKERS = TM
	
	
	

	
	TAPER LENGTH TOO SHORT
	
	
	

	
	DEVICE SPACING TOO LONG
	
	
	

	
	ADDITIONAL DEVICES NEEDED
	
	
	

	
	MISALIGNED
	
	
	

	
	CONDITION (REPAIR / CLEAN / REPLACE)
	
	
	

	
	REFLECTIVE BANDS (MISSING / DAMAGED)
	
	
	

	
	TRAFFIC BARRIER
	
	
	

	
	IMPROPER BARRIER WALL FLARE
	
	
	

	
	TERMINAL TREATMENT IN CLEAR ZONE
	
	
	

	
	BARRIER NEEDS TO BE REALIGNED /REMOVED / CONNECTED
	
	
	

	
	ATTENUATOR (REPAIR / REPLACE)
	
	
	

	
	DELINEATORS (CLEAN / ADDITIONAL NEEDED)
	
	
	

	
	OBJECT MARKERS (CLEAN / ADDITIONAL NEEDED /REPLACE)
	
	
	

	
	GLARE SCREEN (CLEAN / REPAIR)
	
	
	

	
	FLAGGING OPERATION
	
	
	

	
	ADDITIONAL SIGNING NEEDED? 
	
	
	

	
	ARE FLAGGERS POSITIONED CORRECTLY?

	
	
	

	
	ARE FLAGGERS HIGHLY VISIBLE?
	
	
	

	
	ARE FLAGGERS PROPERLY ATTIRED?
	
	
	

	
	ARE FLAGGERS FLAGGING CORRECTLY?
	
	
	

	
	PAVEMENT MARKINGS
	
	
	

	
	PERMANENT = PERM. / TEMPORARY = TEMP.

MATERIAL TYPE:  
PAINT = P / TAPE = T
	
	
	

	
	REMOVE
	
	
	

	
	REPAIR
	
	
	

	
	NEED ADDITIONAL
	
	
	

	
	CONFUSING
	
	
	

	
	RAISED PAVEMENT MARKERS  

PERMANENT = P / CONSTRUCTION = C
	
	
	

	
	MISSING
	
	
	

	
	NEED ADDITIONAL
	
	
	

	
	REMOVE

	
	
	

	
	DO NOT CORRESPOND TO PAVEMENT MARKINGS
	
	
	

	
	CRASH INFORMATION
	
	
	

	
	OH-1 CRASH REPORTS RETREIVED WEEKLY FROM ALL JURISDICTIONS?
                                                 
	
	
	

	
	CRASH REPORTS EVALUATED WEEKLY?
	
	
	

	
	POTENTIAL SOLUTIONS DISCOVERED? 
	
	
	

	
	CRASH REPORTS & SOLUTIONS DOCUMENTED AND PRESENTED THE ENGINEER
	
	
	

	
	SOLUTION(S) TO BE IMPLEMENTED WITHIN                                  ONE WEEK?
	
	
	

	
	MISCELLANEOUS
	
	
	

	
	ADEQUATE BUFFER SPACE?
	
	
	

	
	IS THE WORK AREA PROTECTED?
	
	
	

	
	EQUIPMENT PROPERLY STORED / PROTECTED?
	
	
	

	
	ARE LANE CLOSURES IN ACCORDANCE WITH ALLOWED HOURS (PLCM, PLANS, CONTRACT)? 
	
	
	

	
	OTHER (COMMENT ON ANY OTHER DEVICES / SITUATIONS (DESCRIBE IN COMMENTS) 
	
	
	


