Item 640 Pavement Marking (641-647)
	District:
	Date:
	Project No.:
	Co/Rt/Sec:

	Contractor:
	Project/District Contacts:

	Reviewed “√”
	Specification Conformance Statement
	CMS/ CIM 
	Measurements
	Conformance Comments

	
	Pavement Marking - General
	641
	
	

	
	Ambient air temperature, pavement temperature,  type, and condition of existing pavement (1)
	641
	
	

	
	Location and/or stationing where work performed (2)
	641
	
	

	
	Width of line, lines straight, edges sharp, uniform retroreflective (3)
	641.03
	
	

	
	Type of Line - solid, dashed, dotted (4)
	641.03
	
	

	
	State if brooming was required  (5)
	641.05
	
	

	
	Show amount of paint and beads required and amount used for each item (6)
	641.08
	
	

	
	Traffic Paint
	642
	
	

	
	General requirements per 641 (1,2,3,4,5,6)
	642.01
	
	

	
	Material as per 740.02 and 740.09
	642.02
	
	

	
	Paint quantity increased 25% for new pavement
	642.04
	
	

	
	Temperature above 40( F (4( C)
	642.04
	
	

	
	Polyester Pavement Marking
	643
	
	

	
	General requirements per 641 (1,2,3,4,5,6)
	643.01
	
	

	
	Material as per 740.03 and 740.09
	643.02
	
	

	
	Temperature above 50( F (10( C)
	643.04
	
	

	
	Thermoplastic Pavement Marking
	644
	
	

	
	General requirements per 641 (1,2,3,4,5)
	644.01
	
	

	
	Material as per 740.04 and 740.09, Type C
	644.02
	
	

	
	Amount of thermoplastic and beads required and used. 
	644.04
	
	

	
	Temperature requirements are outlined in 644.04
	644.04
	
	

	
	Preformed Pavement Marking
	645
	
	

	
	General requirements per 641 (1,2,3,4,5)
	645
	
	

	
	Materials as per 740.05 and 740.06
	645.02
	
	

	
	Pavement markings applied per manufacturer’s recommendation.
	645.03
	
	

	
	Temperature requirements are outlined in 645.03 or per manufacturer’s recommendations
	645.03
	
	

	
	Epoxy Pavement Marking
	646
	
	

	
	General requirements per 641 (1,2,3,4,5)
	646.01
	
	

	
	Materials as per 740.07 and 740.09
	646.02
	
	

	
	Pavement and air temperature above 50( F (10( C)
	646.05
	
	

	
	Heat Fused Preformed Plastic Pavement Marking
	647
	
	

	
	General requirements per 641 (1,2,3,4,5)
	647.01
	
	

	
	Materials as per 740.08 and 740.09.  
	647.02
	
	

	
	State type of material used, A, B, or C
	647.04
	
	


