Item 602 Masonry
	District:
	Date:
	Project No.:
	Co/Rt/Sec:

	Contractor:
	Project/District Contacts:

	Reviewed “√”
	Specification Conformance Statement
	CMS/ CIM 
	Measurements
	Conformance Comments

	
	Is the H & V control in place?
	602.03
	
	

	
	Did the excavation depth consider 6” of bedding?
	602.03
	
	

	
	Were the foundation soils inspected prior to bedding placement?
	602.03
	
	

	
	Was the excavation adequately protected (shoring, sheeting, bracing)?
	602.03
	
	

	
	Was the formwork checked for :
Height to invert, structure height and width, thickness?
	602.03
	
	

	
	Was the reinforcing steel checked (size, number spacing, clearance)
	602.03
	
	

	
	Were the conditions appropriate for the work (frost, temp, curing)?
	602.03
	
	

	
	Were the blocks wetted prior to mortar and joints full?
	602.03
	
	

	
	Was the mortar properly mixed (1 Portland: 3 sand)?
	602.03
	
	

	
	Was the correct curing method used and recorded?
	602.03
	
	

	
	Was the backfill correctly placed (tamped 4” lifts)?
	602.03
	
	

	
	Precast:

Certified Producer, TE-24
	602.03
	
	

	
	Was non-shrink grout used to fill between the conduit and wall?
	602.03
	
	

	
	Were the correct measurements taken for payment and recorded?
	602.04
602.05
	
	


