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	District:
	Date:
	Project No.:
	Co/Rt/Sec:

	Contractor:
	Project/District Contacts:

	Reviewed “√”
	Specification Conformance Statement
	CMS/ CIM 
	Measurements
	Conformance Comments

	
	Do you have a current copy of the inspection form

(CA-P-2)?
	605.01
	
	

	
	Was the correct pipe type installed?
	605.02
	
	

	
	Was the correct filter fabric installed?
	605.02
	
	

	
	Is the pipe type recorded on the inspection form?
	605.02
	
	

	
	Is the pipe size called out or default (A or B)
	605.02
	
	

	
	Was the correct granular backfill used and recorded on the form?
	605.02
	
	

	
	Is the trench width appropriate for the pipe size?
	605.03A
	
	

	
	Are all connections made with materials that match the underdrain type (bands, wyes, tees etc)
	605.03B
	
	

	
	Is the filter fabric being properly placed in the trench?
	605.03A
	
	

	
	Was line and grade checked during installation?
	605.03A
	
	

	
	Has the pipe joint type been recorded on the form?
	605.03B
	
	

	
	Was the pipe inspected prior to granular backfill placement?
	605.03C
	
	

	
	Was the underdrain protected by pavement within 90 days?
	605.03D
	
	

	
	Are prefabricated edge underdrains being used?
	605.05
	
	

	
	Pre-fab:

Is the drain mat’l being installed against the outside wall?
	605.05
	
	


Item 605 Underdrains 


2 of 2
	Reviewed “√”
	Specification Conformance Statement
	CMS/ CIM 
	Measurements
	Conformance Comments

	
	Outlet:
Is the transition coupling from the underdrain to the outlet pipe installed correctly (supplied by the Mfg?)

	605.06
	
	

	
	Outlet:

Is the end treatment for the outlet pipe correct?

	605.04C
605.06
603.02
	
	

	
	Outlet:

Is the (CA-P-1) inspection form being used for outlet the outlet pipe? 
	603.02
	
	

	
	Outlet:

Has the trench width and depth been recorded?
	605.04
	
	

	
	Outlet:

Was the underdrain outlet marked with a lath and cleaned after seeding?
	605.06


	
	

	
	Has the length paid for per day of work been recorded?
	605.08


	
	


