NOTES:

1. ITEM 816 - POROUS BACKFILL W/ FILTER FABRIC
   1' 6" THICK SHALL BE PLACED BETWEEN THE WINGWALLS ONLY AND SHALL EXTEND 1' BEHIND THE ENDMANAGEMENT SURFACE. SEGMENTED FABRIC SHALL BE PLACED BETWEEN THE POROUS BACKFILL AND REPLACED EXCAVATION ADJACENT TO THE STRUCTURE. IT SHALL TURN UNDER THE BOTTOM OF THE POROUS BACKFILL, AND RETURN 6" ABOVE THE WEEPHOLE.

2. 1" PREFORMED EXPANSION JOINT FILLER SHALL BE EXTENDED FROM TOP OF FOOTING TO TOP OF WALL.

LEGEND

F.F. - FRONT FACE
R.F. - REAR FACE
B.F. - BOTH FACE

FOOTING TO TOP OF WALL.

1" PREFORMED EXPANSION JOINT FILLER SHALL BE EXTENDED FROM TOP OF 2.
POROUS BACKFILL, AND RETURN 6" ABOVE THE WEEPHOLE. ADJACENT TO THE STRUCTURE. IT SHALL TURN UNDER THE BOTTOM OF THE
EXCLUDE BETWEEN THE POROUS BACKFILL AND REPLACED EXCAVATION ADJACENT TO THE STRUCTURE. IT SHALL TURN UNDER THE BOTTOM OF THE POROUS BACKFILL, AND RETURN 6" ABOVE THE WEEPHOLE.

1' 6" P.E.J.F.

CONSTRUCTION JOINT END OF CULVERT

MECHANICAL CONNECTORS CONFORM TO ISO OR PARTIAL DEPTH RESIN BONDED ANCHORS PER STD.
CONSTRUCTION JOINT END OF CULVERT

SEALING OF CONCRETE SURFACES, EPOXY (TYP.)

SEALING OF CONCRETE SURFACES, EPOXY

NOTES:

1. ITEM 816 - POROUS BACKFILL W/ FILTER FABRIC
   1' 6" THICK SHALL BE PLACED BETWEEN THE WINGWALLS ONLY AND SHALL EXTEND 1' BEHIND THE ENDMANAGEMENT SURFACE. SEGMENTED FABRIC SHALL BE PLACED BETWEEN THE POROUS BACKFILL AND REPLACED EXCAVATION ADJACENT TO THE STRUCTURE. IT SHALL TURN UNDER THE BOTTOM OF THE POROUS BACKFILL, AND RETURN 6" ABOVE THE WEEPHOLE.

2. 1" PREFORMED EXPANSION JOINT FILLER SHALL BE EXTENDED FROM TOP OF FOOTING TO TOP OF WALL.