NORMAL SECTION - U.S. 46
Sta. 634+00.00 to Sta. 635+75.00

TYPICAL FILL SECTION

TYPICAL CUT SECTION

LEGEND

ITEM 442 - 5G" ASPHALT CONCRETE SURFACE COURSE, 0.5mm, TYPE A (468)
ITEM 442 - 1½" ASPHALT CONCRETE INTERMEDIATE COURSE, 0.5mm, Type A (468)
ITEM 501 - 5" ASPHALT CONCRETE BASE, PG64-22
ITEM 504 - 6" AGGREGATE BASE
ITEM 504 - 8" AGGREGATE BASE
ITEM 407 - TACK COAT
ITEM 408 - PRIME COAT (APPLIED AT A RATE OF 0.40 GAL./SQ. YD.)
ITEM 206 - LIME STABILIZED SUBGRADE, 18 INCHES DEEP
ITEM 526 - REINFORCED CONCRETE APPROACH SLABS (T=15"
ITEM 526 - REINFORCED CONCRETE APPROACH SLABS (T=15"
ITEM 605 - 6" SHALLOW PIPE UNDERDRAINS
ITEM 606 - GUARDRAIL, WSD
ITEM 606 - GUARDRAIL, WSD

ITEM 504 - 6" AGGREGATE BASE
ITEM 504 - 8" AGGREGATE BASE
ITEM 407 - TACK COAT
ITEM 408 - PRIME COAT (APPLIED AT A RATE OF 0.40 GAL./SQ. YD.)
ITEM 206 - LIME STABILIZED SUBGRADE, 18 INCHES DEEP
ITEM 526 - REINFORCED CONCRETE APPROACH SLABS (T=15"
ITEM 526 - REINFORCED CONCRETE APPROACH SLABS (T=15"
ITEM 605 - 6" SHALLOW PIPE UNDERDRAINS
ITEM 606 - GUARDRAIL, WSD
ITEM 606 - GUARDRAIL, WSD