RESIDENTIAL DRIVES

EXISTING AGGREGATE DRIVES
452 - 6" NON-REINFORCED CONCRETE PAVEMENT
304 - 6" AGGREGATE BASE, PG64-20

EXISTING ASPHALT DRIVES
452 - 6" NON-REINFORCED CONCRETE PAVEMENT
351 - 2" ASPHALT CONCRETE BASE, PG64-22
407 - TACK COAT
304 - 6" AGGREGATE BASE

EXISTING CONCRETE DRIVES
452 - 6" NON-REINFORCED CONCRETE PAVEMENT


COMMERCIAL AND SERVICE STATION DRIVES

EXISTING AGGREGATE DRIVE
452 - 8" NON-REINFORCED CONCRETE PAVEMENT
304 - 10" AGGREGATE BASE

EXISTING ASPHALT DRIVE
452 - 8" NON-REINFORCED CONCRETE PAVEMENT
442 - 1" ASPHALT CONCRETE, SURFACE COURSE, 12.5MM, TYPE A, H4AB
442 - 1-1/2" ASPHALT CONCRETE, INTERMEDIATE COURSE, TYPE 1, H4AB
407 - TACK COAT
304 - 8" AGGREGATE BASE

EXISTING CONCRETE DRIVE
452 - 8" NON-REINFORCED CONCRETE PAVEMENT

SEE SHEET 43 FOR DRIVEWAY QUANTITIES.