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1% Desirable Slope

NOTES

RIGID OR FLEXIBLE PAVEMENT

PREFABRICATED EDGE DRAIN SYSTEM

O.D. of conduit

Top of subgrade

E/P
Paved Shoulder

18" (Max.)
30" (Max.)

Wye
45°

Existing Shoulder

Being Retained Being Retained

Edge of Existing Pavement

#8 Natural Aggregate Backfill

Pavement

Concrete

Existing

Existing Base

DESCRIPTION:

MATERIALS:

BASIS OF PAYMENT FOR PIPE UNDERDRAIN SYSTEM:

BASIS OF PAYMENT FOR PREFABRICATED EDGE DRAIN SYSTEM:

according to the specifications and with the details on the plans or

O.D. of conduit

Finished Grade

203 Embankment

Top of pavement

CMS 605

Material per

Granular

Bend

Prefabricated

E/P
Paved Shoulder

PROFILE

RIGID OR FLEXIBLE PAVEMENT
PLAN

Underdrain

Pipe

Shallow

Edge of

Tee

Tee

              Provide either a pipe underdrain system or a prefabricated

                                                       Work completed, accepted

Type F

6" Conduit

Pipe Underdrain

4" or 6" Shallow 

Pipe Underdrain

4" or 6" Base 

catch basin or precast reinforced concrete outlet)

6" Conduit Type F for Underdrain Outlet (outlet into

Type F

6" Conduit

Pipe Underdrain

Edge of Base

catch basin or precast reinforced concrete outlet)

6" Conduit Type F for Underdrain Outlet (outlet into

Type F

Conduit,

4", 6" or 8"

Under Pavement or Base
Conduit, Type F
611 4", 6", or 8"

Type F

Conduit,

4", 6" or 8" 

Outside Pavement or Base
Conduit, Type F
611 4", 6", or 8"

4"

Bituminous Aggregate Base

5" of Item 301

3
"

 

5
" 

Edge Underdrain

Prefabricated

18"

 

18
"

                This item consists of furnishing and installing either a

edge underdrain system that meets the requirements of CMS 605.

pipe underdrain system or a prefabricated edge underdrain system

as directed by the Engineer.

for

and measured under this item is paid for at the contract unit price bid

Underdrain, or Item 605 ____" Deep Pipe Underdrain.

     Item 605 - ____" Base Pipe Underdrain, Item 605 - ____" Shallow Pipe 

                Item 605 - ____" Prefabricated Edge Underdrains.price bid for                                                         The price 

accepted and measured under this item is paid for at the contract unit

                                                                  Work completed,

installation of prefabricated edge underdrains.

incidentals necessary to complete the work associated with the 

fittings, and Item 301; and for all labor, tools, equipment and 

for furnishing materials, including materials for splices, outlet 

disposing of all surplus excavation according to CMS 105.16 and 105.17; 

is full compensation for excavation and backfill; for removing and 

equipment and incidentals necessary to complete the work.

including materials for outlet fittings; and for all labor, tools, 

compensation for excavation and backfill; for furnishing materials, 

                                                          The price is full 

cost of the 6" Conduit, Type F, for Underdrain Outlets.

to connect the existing and proposed underdrains is included with the

The cost of the 4" Conduit, Type F, and pipe bends and branches needed


