
QWICK KURB®, INC.
Traffic Delineation System



Poor Visibility ïUnclear Message



Maintenance Headache



The Solution



QWICK KURB®, INC.
Large Formidable 

Appearance  = High Target 

Value 

Driver Respect = 

Lower Maintenance



Highest Visibility Of Any Delineation Product

Both Day and 

Night



QWICK KURB®, INC.

The System - History

ÅIntroduced into the US market in 

1995 ïover 10 years experience.

ÅNCHRP 350 crash tested & 

accepted by FHWA (Category II, WZ-

109)

ÅPermanent or temporary 

installation

ÅSelf ballasting for temporary 
installations

ÅConcrete Strong! Separator can 
resist crushing force of 3,500 psi.



QWICK KURB®, INC.

The System - The Separator

ÅñMountableò design.  

ÅSnap-in reflective arcs for 3D 
effect

ÅHook & Bolt linkage between 
individual sections

ÅSeparator units are 3.33ô long, 
weigh approx 32 lbs.

ÅEnd unit is 1.5ô long and weighs 
approx 12 lbs.

ÅEach separator can accept one 
vertical upright and one 
Reflective Arc.  The end units 
can only accept a Reflective Arc. 





QWICK KURB®, INC.

The System - The Uprights
ÅImposing appearance

ÅReboundable after 
impact

ÅRetro-reflective sheeting 
for superior visibility

ÅVarious shapes/heights 
available. 



Channelization / Delineation

QWICK KURB® used to channelize traffic at this merge point.  



Channelization / Delineation

QWICK KURB® used to separate opposing traffic as the multi-lane 

divided highway becomes a two-lane rural section.


