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History

A Gypsum mined from 1902 to 1977

ASectionunderSR-2 mi nedi 1950
19600-s

A SR-2 constructed in 1965
A Mines flooded in 1979
A Active sinkholes since Dec. 2004

TECHNOS INC. cHzmHILL | >



Location

o
Stalay =
/ 2
/ East Harbor
f £ Maring Awe State Park
/ .
- Lake Erie AR5
/ 3
_‘;zyYL g
/ 5 g
< E Rd
! \‘(\ 2 f{- E Harhor g
3 3
: D
’ § = 2
'
b
ES &0
cf e warE : | -
R1 W Herbor R¢ W ‘ £ 163 i i il
= <0 Sy 7 ‘ 2 L Jiolat
o y .% OHIO e
2y 3 T = 2
Port Clinton F Parry 5! & as
o 3 - w &
n E 2nd St E = - @
W3 S E 3rd St bl
w .
i T Port Clinton =i SN EE o
o
g ; o8 f —r & ay 57"
g b4 1 Alica 8112 "osq “Danbur
o= - b 4 ] E 10th 5 £ Kirg Ag v’
a 2 = =z .
: £ 5 ] b <
[ 5 @ — 2 iy 52 | 2
w l; :': | o o
@ E] | 2 w’iﬁ
‘W Darr Hopfinger Rd T a E Lochwned Rd £ i %
m 4 1
5 2 £ : | 2
i 2 2 LR |
o ? Hic |
A Grove ( v
.(o‘(') f W b
@ T P o IS
g o N &
- | 2
: Mine Area
H |
v

Sandusky Bay | =




o N AR
- - . » \ . ’
‘qﬁ"';;‘:.‘-ﬂ,l - '-,.sf-' '
e NG B g
'R : %
TRt

CH2MHILL




Difficult Mine Conditions
A Lower mine seam covers 500 acres

A Gypsum mine seam 16 feet

A Mine voids average 10 feet, but locally
may be up to 15 feet in height

A Deepest section (Ahrens) 85 feet

ARoom and pillar, wittHt
rooms span 20 feet

A Overlain by 10-15 feet of dolomite, shale,
and gypsum

TECHNOS INC. cHzmHILL | >



CH2MHILL










e Tl s 40

.t

CH2MHILL




— r-.

L
-




CH2MHILL




