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NOTES
FILTER FABRIC DITCH CHECKS: o
ZIL =N
MATERIAL S: 325 g8
Furnish filter fabric ditch checks consisting of the following materials: TId o O
Filter Fabric — I, 30* wide, filter fabric with sound wood supports with maximum on-center spacing of 0. Use filter
Fence (Typ) \ fabric conforming to 712.09, Type C.
2. A vertically driven 2'x4” stiffener stake in the center of the ditch.
3. Aggregate conforming to one of the following gradations: No. I through No. 4 on Table 703.0i-1.
When using straw bales, furnish 30* long 2°x2* wooden stakes, reinforcing bars or fence posts to stake straw
bales in place.
CONSTRUCTION Lo 9
Trench the filter fabric fence as def;)iled for PERIMETER FILTER FABRIC FENCE (see_Sheet 2). Place a vertical o5=
2x4* stiffener stake in the center of the ditch with the top level to the top of the fence ond ot least 6* S
below the bottom of the ditch. Excavate for aggregate and place the aggregate on the downstream side of w = m
5 the ditch check. x>
wno=
If the Engineer determines that rock should not be used for the filter fabric ditch checks, replace aggrer%afe L>0
with straw bales c.onf:gured with minimal gops between bales. Tightly place each bale adjacent to one ‘anofher. oxz
PROFILE VIEW OF FLAT BOTTOM AND Vv DITCH Entrench 2* to 3* into The ground prior to staking. Firmly stake ‘each bale with at least "two stakes. L
T A-A PAYMENT:
SECTION A- The Depar tment will ﬁa/ for accepted quantities at the prices shown in Appendix F of Supplemental Specification -
832 (55832) for the following items: g
- Filter Fabric Ditch Check 2
. All items shown on this Standard Construction Drawing that are required for construction that are not § o
6’ min, specifically identified in SS832 Appendix F are considered incidental. £ 0
@) width for Rock z z
g S
Z o
g NOTES 3
© § 3 E
y () \ ROCK CHECKS: 2 -
z (<O 0 \ § o
N/ 00 02 ol /O Furmah material conforming fo Item 601 - Rock Chamnel Protection, Type C or D, Withou? Filt s F
/ I AP \ urnish material conforming to Item - Roc nnel Protection, Type C or D, Without Filter. 2
R0 09002 QX ORPON e RN 2 5
\ 2o < CONSTRUCTION: 25
@) O O @) O < N\ A If the Engineer determines that rock should not be used for the rock checks, replace rock channel v E
~ \\\ O 0. . 7O ‘ () K AN protection with straw bales confiqured with minimal gaps between bales. Tightly place each bale ac?acenf P
o s > Q .’l to one another. Entrench 2* to 3*into the ground prior to staking. Firmly stake each bale with at least >
N A 3 two stakes. 2
INNNNXZLANNANXZ 25\ PAYMENT: o
.. . . . . The Department will pay for accepted quantities at the prices shown in Appendix F of Supplemental Specification
Minimum dimensions: 2° high x 6’ wide x 3’ long 832 (55832) for the )%fllom‘ng Ttomss pr PP PP P
- Rock Channel Protection, Type C or D, Without Filter 5 :
- 3 3
CROSS-SECTIONAL VIEW All items shown on this Standard Construction Drawing that are required for construction that are not Z s
ROCK CHECK specifically identified in S5832 Appendix F are considered incidental. g a
1]2




PERIMETER FILTER FABRIC FENCE
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STATH/HYDRAULIC ENGINEER
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Direction 7— - // N / s // 4 1
Direction of flow g A Z Direction — — A z
of flow I T of flow | I
|
Excavate a 66" french Place fabric and support stakes . : 1o
O along the proposed fence line. and extend fabric info the trench. Backfill and compact the excavated soil. ,;_:,9,_8:
4-17-09
STEP | STEP 2 STEP 3 7-20-12
NOTES 3%
MATERIALS: 56233
Furnish 30* wide filter fabric_with sound wood supports with
maximum on-center spacing of 10°. Use filter fabric conforming to
712.09, Type C.
CONSTRUC TION:
Trench the filter fabric fence as detailed. The contractor may elect
to trench the fence detailed on steps I through 3 in one plowing
operation.
PAYMENT:
The Department will pay for accepted quantities at the prices shown )
in Alppe.ndn; F of Supplemental Specification 832 (55832) for the Lo
following items: c5Z2
o
- Perimeter Filter Fabric Fence ww
O
All items shown on this Standard Construction Drawing that are T E =
required for construction that are not specifically identified in SS832 w>OG
Appendix F are considered incidental. orxrz
w

INLET PROTECTION
NOTES

Filter Fabric over

@) 24" Frame 24" Frame MATERIAL S
\ Furnish inlet protection consisting of 18* wide filter fabric fence with a securely nailed 2x4*
wood frame with q vertically driven 2*x4* on the inlet, or flow, side of the structure. Use
filter fabric conforming to°712.09, Type C.

ﬁ! CONSTRUCTION:

Construct an 18” wide filter fabric fence supported around a storm drain inlet or catch
basin with a securely nailed 2°x4” wood frame. Excavate a 6 french around the inlet, and

2
(TYP)

STANDARD HYDRAULIC CONSTRUCTION DRAWING
CONSTRUCTION EROSION CONTROL

‘ ,';"'_ drive support posts 6* below the excavated trench bottom. Stretch the fabric around the
e cceex R [ frame, Secure it tightly, ensuring that 6% of fabric is in the trench. Overlop the fabric_on
m \ ST Ta e T N Directop one side of the inlet so that the fabric ends are not attached to the same post. Backfill
= Ve e e e e of flow and compgct the excavated soil tightly onto the fabric. Place a vertical 2°x4* in the
O \ Te e telte e ‘ center of the inlet so that the top is at the top of the fence and the bottom is at least
g 17 RO TR ca 6" below the bottom of the ditch.
>~ -~ : .
:: 'no E P‘MNTS
o~ Inlet side The Department will pay for accepted quantities at the prices shown in Appendix F of
24" Supplemental Specification 832 (55832) for the following items:
- Inlet Protection
x <
All items shown on this Standard Construction Drowing that ore required for construction g «
] NL E T P R O TE C T ] ON that are not specifically identified in SS832 Appendix F are considered incidental. ER




