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fence To corr;)pele tely surround the sediment basin or |w.
PLAN dam. Place the fencCe post on 8 centers, 2' deep. =
Securely attach the plastic construction fence to v
the fence post.
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NOTES

MATERIAL:

Furnish materials conforming to Item 203, Embankment, ond Item 60,
Rock Channel Protection, Type C or D, without filter.

Furnish the following for the slope drains: corrugated steel pipe,
corrugated or smoofth plastic pipe, reinforcing bars or fence posts.

CONSTRUCTION:

Construct as detailed. Compact the dike to 85% of Standard
Proctor.

Use reinforcingsbar;s or. fence posts to tie down the slope drains
and to keep the pipe from moving.

Ensure that the water entering the slope drain inlet does not erode
or degrade the dike section containing the temporary conduit.

PAYMENT:

The Department will pay for accepted quantities at the prices shown
in Afpe_ndug F of Supplemental Specification 832 (55832) for the
following items:

- Slope Drains
- Dikes
- Rock Channel Protection, Type C or D, Without Filter

All items shown on this Standard Construction Drawing that ore
reguired or construction that are not specifically identified in
5§5832 Appendix F are considered incidental.

TEMPORARY SLOPE DRAINS
RECOMMENDED SIZES
AREA PIPE SIZES
in acres Smooth |Corrugated
0-4 6” 6”
4-8 8" e
8-12 10* 15
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