NOTES

GENERALs Advise the Engineer of all privale drains

encountered if connected to g building, septic tonk,

cml, ilter bed, or treatment plont or if
Limits of Item 604 Inspection Well di ging polluted water of any kind.

Connect such grgins 1o the highway drainoge
ysrcm frequires oﬁ‘:’cfal permit) ogh pluyg Tthem os
irected by The Enginser.

INSPECTION WELL

) < Yy

STATH/HYDRAULIC ENGINEER

If connected to the highwoy storm sewer system,
. construc! an inspection well as detailed here on each

2-0°, or os directed such drain unless the drain is 1o be comected to o

’ by the Engineer catch basin, inlet or manhole or is to discharge into

an open channel or ditch.

STATE OF OHIQ DEPARTMENT OF TRANSPORTATION

The cost of fcppin? the_highway sewer, including
the concrete collor ee, IS incl in the unit
price bid per Foot of [fem 603 - Conduil!.

When PYC p?o is used for the riser section of
the I ction Well, form o recessed bell orea in The REVISIONS ]
concrete ot the top of the well 1o receive the cost 7-20-01
wron cover, 7-19-02

12% “ dia. cover
’ Cast Iron - 20 Ibs. min,

| — Effluent sompler

I* dia. 1ift hole \ tby others)
v |
\
1* chomfer ’k l

S
/o
Ground line e £

4 min. |

.

Jjob or factory cut ond job

Highway R/W Lii
or R/N Fence
Private Property

PAYMENT: The work ingluded in this item must comply
with the provisions of CMS 604, including excavation
and backftill, and is paid for al the conTroct unit
price bid per |lem = Inspection Well teach)
complete in ploce.

ROADWAY
HYDRAULIC
ENGINEER

Matt
Cozzoli

Pipe Joint Filler I
per CMS 603 ——

T o 10" CMS 706.01, 706.02, 706.08,
' - bell ond spigot, 707.42, 707.43,
[ o 707.45, or. 707.46 (w/ solvent
' LA welded joints)
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k Pipe outlet
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T or
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\ 6° CMS 603 Conduit, /

Type B or C

6° CMS 603 Conduit SECTION B-B

INSPECTION WELL

STANDARD HYDRAULIC CONSTRUCTION DRAWING

4" min, Closs C concrete

O collar when tee is not used.
Do not extend drain or
collor into highway sewer.

Use 6° Tee connection when new
highway sewer is 24° or less.

I
Tée or concrele collor may be o . .
used on sewers Iager thon 24°, Limits of |tem 604 Inspection Well

SECTION A-A
ELEVATION

SCD NUMBER




