Standard Construction Drawing Updates to 2013 CMS
Changes made by drawing:


CB

CB-1.1	
· 604 to 611
· Class C to 4000 psi compressive strength
CB-1.2
· 604 to 611
· Class C to 4000 psi compressive strength
· [bookmark: _GoBack]In WALLS note, deleted: Provide 8” thick precast tops.
CB-1.3
· 604 to 611
· Class C to 4000 psi compressive strength
· In WALLS note, deleted: Provide precast tops that meet cast-in-place dimensions and reinforcement.
CB-2.1
· 604 to 611
· Class C to 4000 psi compressive strength
CB-2.2
· 604 to 611
· Class C to 4000 psi compressive strength
CB-2.3
· 604 to 611
· Class C to 4000 psi compressive strength
CB-3.1
· 604 to 611
CB-3.2
· 604 to 611
CB-3.3
· 604 to 611
CB-3.4
· 604 to 611
CB-4.1
· 604 to 611
· Class C to 4000 psi compressive strength
CB-4.2
· 603 to 611
· 604 to 611


DM

DM-1.1	
· 603 to 611
· 604 to 611
· Class C to 4000 psi compressive strength
DM-1.2	
· 603 to 611
DM-1.3	
· New
DM-1.4	
· 603 to 611
DM-2.1	
· Class C to 4000 psi compressive strength
DM-3.1	
· 603 to 611
· 604 to 611
· Class C to 4000 psi compressive strength
DM-4.1	
· None
DM-4.2
· None
DM-4.3
· Class C to 4000 psi compressive strength
DM-4.4
· None






HW

HW-1.1	
· Class C to 4000 psi compressive strength
HW-2.1	
· 603 to 611
· Class C to 4000 psi compressive strength
HW-2.2	
· Class C to 4000 psi compressive strength

I

I-1.1	
· 604 to 611
· Class C to 4000 psi compressive strength
I-1.2	
· 604 to 611
· Class C to 4000 psi compressive strength
I-2.1	
· 604 to 611
· Class C to 4000 psi compressive strength
I-2.2	
· 604 to 611
· Class C to 4000 psi compressive strength
I-2.3	
· 604 to 611
· Class C to 4000 psi compressive strength
I-2.4	
· 604 to 611
· Class C to 4000 psi compressive strength

MH

MH-1.1	
· 604 to 611
· Class C to 4000 psi compressive strength
MH-1.2	
· 604 to 611
· Class C to 4000 psi compressive strength
MH-1.3	
· 604 to 611
· Class C to 4000 psi compressive strength
MH-2.1	
· 604 to 611
· Class C to 4000 psi compressive strength
MH-3.1	
· 604 to 611
· Class C to 4000 psi compressive strength

WQ

WQ-1.1	
· 603 to 611
· 604 to 611
· Class C to 4000 psi compressive strength
WQ-1.2	
· 604 to 611
· Class C to 4000 psi compressive strength
WQ-1.3
· None
