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INSPECTION WELL :
GENERALs Adyise the Engineer of all private drains =
encountered if connected to a building, septic tank, 9 &
cesspool, filter bed, or treatment plant or if 2 o
Limits of Item 61l Inspection Well discharging polluted water of any kind. g =
Connect such drains to the highway drainage :‘_3 3’5
system frequires official permit) or plug them as = S
directed by the Engineer. = \[v 2
If connected to the highway storm sewer system, g g
O . consfruct an inspection well as detailed here on each S
) 2'-0%, or as directed Sughhdzam.unl.e.lssr the dra;,n I:s to percogqechred to g H =
p catch basin, inlet or manhole or is to discharge into - =
by The Enginser an open channel or ditch. g s <
] The cost of tapping the highway sewer, including é
F o | the concrete collar or Tee, is included in the unit
| - A | 12% "~ dia. cover , £ % price bid per Foot of [tem 61l - Conduit.
} Cost Iron - 20 Ibs. min. =5 §. When PVC p#'oe is used for the riser section of
| e« & the Ins| ec?o;vh e1[l, fofcn;ha reczs?ed bell arer% in rh$ _;Ev;gusb l
. = concrete at the top of the well to receive the cos -20-
| I dia. lift hole | / ﬁ,i,%‘?,’,’;éj’mp ler S| e iron cover. i 7-18-02
. 9 -20-
O - T:_' — N I '§. S < . Component parts of the inspection well may be 7,_?:_1132
7 1 chamfer ~§ . T |Q Jjob or factory cut and job assembled.
] _
. . ; T v L orr PAYMENT: The work fnfluded in this item must comply
4000 psi compressive . M __a0 R with the provisions of CUs 6ll, including excavation z9% =
strength concrete Sloping half- . : ©|c © and backfTill, and is paid for at the contract unit ERERSY
B round "trough Ground line 1 1 - S § price bid per |tem 6il - Inspection Well (each) 38¢ = S
: 4 min | : I EASENy o complete ‘in place. Eri O
. . | N DR -
I i 4* min.
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;:eprec.’!fsmg”hller >— 4000 psi compressive strength concrete
i1 —— 10" CMs 706,01, 706.02, 706.08,
Ve /l & l;glrl ‘;and spi 0071‘:167(() 7./42, I70 7.;13,
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4* min. 4000 psi compressive strength P
O concrete co/I)ar when tee is not us%d. ’
Do not extend drain or collar into
highway sewer. AT, K
Use 6" Tee connection when new .
?:ghway sewer is 24+ or Iessb |
ee or concrete collar may be , . .
used on sewers larger rha{ 24~, Limits of Item 6ll Inspection Well
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